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WYSIWYG is an acronym for “What You See Is 

What You Get.” This is the common name in com-

puting for a system in which content (text and 

graphics) viewed onscreen during an editing ses-

sion appears in a form closely corresponding to 

its appearance when printed or displayed as a fin-

ished product. Final form could be a printed doc-

ument, web page, or audio visual presentation. To 

paraphrase the great philosopher Jagger: without 

WYSIWYG, “You can’t always get what you want” 

but “sometimes you get what you need”—if you 

are lucky.

iHeartRADIO Theater LA, the same space formerly home 
to The Tonight Show with Johnny Carson, and later Jay 
Leno, is refitted as a state-of-the-art live streaming facility. It 
launched on October 2013 with a live Album Release Party 
featuring superstar recording artist Katy Perry.   (Luckett & 
Farley, Photo)

You Don’t  
Always Hear 
What You See

acoustics
by Nick Colleran
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Acoustics continued

Extending this philosophy to sound, 
WYSIWYG should sometimes be read:  
“What You See Isn’t What You Get”—
again, sometimes. The first picture 
(opening page) in this article shows 
the recently completed iHeartRADIO 
Theater LA, Clear Channel Media + 
Entertainment’s newest 21,000-square-
foot multimedia venue.  Located at The 
Burbank Studios in Burbank, CA, the 
20,000 square foot performance space, 
formerly NBC Lot’s home to the Johnny 
Carson (and later Jay Leno) Tonight Show. 
Finding the acoustical material here is 
more difficult than “Where’s Waldo?” 

While most publicity photos of 
studios focus on their excellent interior 
decoration, the function of acoustics on 
a sound stage requires that they work to 
control sound and eliminate noise while 
being invisible to the casual observer. For 
the television viewer, nothing should take 
away from the on-camera set design or 
draw attention away from the performers.

Sometimes acoustical materials are behind the curtain as in The National Theater retrofit.  
(Acoustics First, Photo)
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How It’s Done
Materials used are black sailcloth-covered 
fiberglass baffles in the ceiling and black 
fabric covered fiberglass wall panels. 
Besides being dark black, they are mostly 
above the lights making them essentially 
invisible and do not draw attention. They 
do, however, provide extreme efficiency in 
reducing reverberation within the space. 
Evaluating baffle ratings often produces 
confusion because they are most correctly 
rated in sabins of absorption rather than 
with a sound absorption coefficient or 
noise reduction coefficient. (One sabin of 
absorption for one square foot of surface 
area is equivalent to an open window. 
Sound leaves never to return. This ratio, 
or sound absorption coefficient, should 
not, in theory, exceed 1.00.)

How It Works
A 2’ X 4’ baffle that is two-inches thick 
can have absorption as high as 17.9 
sabins. Without thinking it through, the 

ProVent Systems, Inc. 1355 Capital Circle, Lawrenceville, GA 30043
800-262-5355   www.TrapGuard.com

To stop sewer 
gases, simply 
insert “Trap 
Guard” into any 
type of drain

Provides a reliable trap seal
Eliminates sewer gases and odors
Prevents raw sewage backup
A waterless, non-mechanical “trap primer”
Prevents spread of infectious diseases via dry traps

ProVent Trap Guard

Sometimes acoustical materials are the curtains as on The National Theater stage.  
(Acoustics First, Photo)

T:  (516) 502-4240
W: evac-chair.com

E: sales@evac-chair.com

The Evac+Chair provides a universal solution 
for smooth stairway descent in an emergency 

evacuation, suitable for all multiple level 
buildings of any height and ideal for schools, 

colleges and universities. 

Schools are required to provide the safe 
evacuation of staff and students to avoid 

fatalities and injuries in the event of an 
emergency, ensuring the appropriate 

procedure and equipment is available to 
accommodate the mobility-impaired.

Evac+Chair is the world’s No.1 
supplier of evacuation chairs.

Are you educated 
in emergency

evacuation?
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tendency is to use an area of eight square feet 
(2’ X 4’) and divide the absorption by that 
number to arrive at a coefficient. The result 
of this, a coefficient of 2.24, is false since it 
exceeds the limit of 1.00. The total area must 
be considered. 

The next obvious, but wrong, answer is to 
consider both sides and use sixteen square feet 
as the total baffle area. This yields a coefficient 
of 1.12 which is still impossible. Total area 
must include the two-inch edge with a 
perimeter of 12 linear feet adding 2 square feet 
to the area. Using this number, 18 square feet, 
the absorption coefficient is 0.994, just under 
the theoretical limit. 

Since a baffle is a way to increase sound 
absorption by having more area exposed than a 
direct-mount wall panel, mounting a wall panel 

in free space should increase its absorption to 
rival that of a baffle. That is what happens in 
this venue where panels are mounted to steel 
struts, leaving the panel’s back side, in addition 
to its front, fully exposed and allowing roughly 
twice the sound absorption. 

In predicting the change in reverberation 
for a room after treatment, it is important to 
convert absorption to sabins per unit of each 
material used. Baffles should be rated in sabins 
already. Converting a panel should be only 
a matter of using the area of front and edges 
multiplied by the absorption coefficient as 
tested in “A” mount configuration (flat against 
a surface). It will be close enough to produce 
a useable result, once adjusted for its exposed 
rear side.

Steal From the Best
A good starting place to begin acoustical 
design for a performance stage area is to find 
one that works and copy it. To copy it you 
must first know what it looks like, not at first 
glance, but below the surface. As previously 
mentioned items are not always visible, even if 
not consciously hidden. Other times materials 
may be behind the curtain, literally. 

They can also be the curtain. This was 
the case with another theater retrofit, The 
National, 3000 miles to the east and on the 
opposite coast. Theater audience sides in 
the loge (box) areas were treated with black 
acoustical fiberglass board behind the original 
vaudeville era theater curtains (see photo 
on page 44). The stage rear employed black 
quilted, straight- stitched, vinyl-covered 
fiberglass industrial curtains that are almost 
invisible (see photo on page 45). 

In a retrofit, preserving original appearance 
is often the first concern followed by the need 
to have additional acoustical control to absorb 
the higher sound pressure level generated by 
modern bands and today’s sound reinforcement 
systems. A well-designed vintage theater can 
fall apart acoustically without some additional 
help.  The National had an opening night 
crowd of 2,000 on November 11, 1923.  It 
was listed on the National Register of Historic 
Places in 2003. Re-worked, and reopening as 
a concert venue on February 21, 2008, The 
National Theater won a 2009 Project of the 
Year award for Commercial Real Estate.

Here’s Lucky
Sometimes, what you see is what you get, and 
what you hear. Moving to the middle of the 
country, we see the new performance room 
for iHeart Chicago (see photo on page 48). In 
this more intimate setting for live broadcast 
and recorded performance, it is easy to see the 
acoustical treatments. Although black, they 
are set against contrasting walls. 

The baffles in the ceiling are all one-foot 
heights to fit within the lower ceiling. A single, 
polycylindrical, barrel diffuser is in the center 
of the rear wall matching the wall panels and 
extending bass absorption as well as scattering 
sound reflections from the back of the room. 

Your Eyes Can Deceive Your Ears
Even if you can see the room treatments and 
like what you hear, copying a space can have 
its pitfalls. Keeping a room shape but scaling 
down the dimensions will typically not yield a 
good result. When NASA places scale models 

“You can’t always get what you want”  
but “sometimes you get what you need”— 
if you are lucky.
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THE STRENGTH OF EXCELLENCE IN ATHLETIC FACILITIES

Our experience in the Metal Buildings Industry puts us out front in Athletics and Recreation.

Since 1947 American Buildings Company has enjoyed growth as dynamic as the metal buildings 

industry itself. A division of Nucor Corporation, ABC manufactures metal building systems that are 

ideal for sports or recreational facilities. Custom-designed, clear-span systems meet all your needs 

for open playing and spectator spaces, as well as locker, childcare, lounge, food service and more.

Metal buildings are a more economical solution for athletic facilities, gyms and other multipurpose 

spaces with large clear spans. And, construction costs are lower when compared to conventional 

construction. The economical construction process can allow you to invest in additional facilities 

and amenities, such as an indoor pool or other extras. Overall, the affordability, design fl exibility 

and energy effi ciency of metal building systems make them a very appealing solution for athletic 

facilities.
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      Faster Design and Erection
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      Lower Life Cycle Costs

      Energy Effi cient Coatings

      Insulated Wall Panels

      Accommodates Indoor Tracks and Pools
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      Experienced Network of Authorized Builders
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ABC details all athletic facilities in BIM. 

Providing powerful value, Building Information 

Modeling, or BIM, is driving an unparalleled  revolution 

in the construction industry using  3D digital modeling 

software from Tekla®.

ABC is the fi rst manufacturer to detail 100  percent of 

its projects using BIM 3D modeling  as standard. Taking 

BIM a step further, ABC  has worked to create “high 

defi nition BIM” that shows details and connections, 

including bolting, anchoring and wall and roof panels.  

You can now get a BIM model for your entire athletic 

facility shell from one source. 

INNOVATION. TECHNOLOGY. SOLUTIONS.
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Sometimes you do get to see what you hear: baffles, wall panels, diffuser bass-
trap and window curtains are seen in this almost completed Performance Room 
for iHeart radio, Chicago. (Bob Fukuda, Photo)

Acoustics continued

in their wind tunnel for testing, they scale the atmosphere to 
match size by using lighter gases. Otherwise the molecules 
in the atmosphere would be out of proportion to the model 
under test and skew the result. Wall spacing differences will 
change the acoustical properties of a room. Some sounds 
will be accentuated, others abated. 

And, remember, “As seen on TV” or in the movies is not 
necessarily as heard in the space on screen. Sound may be 
re-recorded or “looped” to repair extraneous noise in the 
field recording or, in the case of music, some instruments 
may be synthesized, even though actors may mime with real 
instruments. A vintage “prop” microphone shown in hand 
by the vocalist may have no relation to the improved studio 
microphone used to record the soundtrack. 

A better alternative may be to find out who designed the 
room that works and call them in to consult on yours.

ABOUT THE AUTHOR: Nick Colleran is past-president 

of SPARS (Society of Professional Audio Recording 

Services), past president of the VPSA (Virginia Produc-

tions Services Association), a former recording artist and 

recording engineer.  Nick now leads a “quiet life” as a principal of 

Acoustics First Corporation, where he was awarded two new patents 

for acoustical materials and continues work on new designs. 
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